

















FRONT AXLE — Steering Knuckle & Axle Shaft 6--17

Tighten the adjusting nut with SST and turn the
hub left and right two or three times.
SST [09607-60020]
Tightening torque 6.0 kg-m
{43 ft-ib)

i\- Loosen the adjusting nut.

Tighten the adjusting nut again.
Tightening torque 0.4 — 0.7 kg-m
(2.9 — 5.0 ft-Ib} L

Measure the revolving weight at the hub bolt.
Preload (at starting) 2.8 — 5.7 kg
(6.2 —-12.6 Ib)




6—18 FRONT AXLE — Steering Knuckle & Axle Shaft

Lock the adiusting nut by bending one of the
lock washer teeth inward.

Tighten the lock nut with SST.
SST[08607-60020]
Tightening torque 8.0 — 10.0 kg-m
{58 — 72 ft-Ib)
Recheck the revolving weight.
Prefoad (at startingl 2.8 — 5.7 kg
6.2 —12.6 1b)
Lock the tock nut by bending one of the lock
washer teeth outward,

Install the flange.
Tightening torque 2.8 — 3.5 kg-m

{21 — 25 ft-Ib)
Install the snap ring with SS5T.
SST[09906-00012)
— Note —

Grip the bolt and pull out the axle shaft to install
the snap ring.

Tightan the caliper mount bolts,
Tightening torque 7.5 — 10.5 kg-m
{55 — 75 ft-Ib)
Connect the brake tube with SST.
SSTI0G751-36011]
Tightening torque 1.3 — 1.8 kg-m
{10 — 13 ft-1b) %






